3CX1500D3
d TECHNICAL DATA MEDIUM MU

POWER TRIODE
The EIMAC 3CX1500D3 is a medium mu, forced air
cooled, rugged ceramic/metal power triode intended for
use as a power oscillator in industrial heating applications.
GENERAL CHARACTERISTICS?
ELECTRICAL
Filament: Thoriated Tungsten
Voltage .......... B S A A T A 0 S R S S R T T— 6.3 Volts
ETBTTEINE oo e s o BB A R T S TH B8 N G 00 0w e e 22 Amperes
Maximum Frequency ..... A T e S S R S W 0 M P N 110 MHz
Amplification FAclor (ESHMBIEA) . .ovmiesivs consiasamumsnns s s sensni s vas somsmss £amsase s sassssn s seiass sy 24
Direct Interelectrode Capacitance?
Y s e T T T e D L B e N A s R TR R s 10 pF
TEIEE, it S N S R A Sl s 0.8 pF
OB o rmmssnnsns ook s a0 A S U P R T T RN R AR R P 10 pF

'Characteristics and operating values are based upon performance lests. These figures may change without notice as a result of additional data or
product refinement. Varian EIMAC should be consulted before using this information for final equipment design.

2Capacitance values are for a cold tube as measured in a special shielded fixture
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